AIP AD 2-LGPA-ADC
GREECE 08 NOV 2018

ARP 370115N 0250647E

AERODROME CHART-ICAO PAROS /PAROS Airport
AD ELEV 38.39 M/ 125.92 FT

Lighting Aids

VAR 4° 04' E-01/01/2016

Runway Lighting |Edge, Threshold, End, RTIL. Annual Rate of Change 5' 30" E

TWY Edge (blue), Apron floodlights.
Blue turning circle lights on both
runways.

Approach Lighting | NIL.

Other Lighting
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Deggr\::actle;m Call Sign Frequency | Operational hours Remarks \
125.050 MHZ HO Primary freq. Coverage FL 30/ 15 NM \
AFIS PAROS .
INFORMATION 121.500 MHZ Ho Emergency e I
TERMINAL \‘
AFIS

GIAG PAROS 5637 KHZ | HO: 0400 - 1700 | Primary freq.
RADIO 2989 KHZ | HO: 1700 - 0400 | Primary freq.

RWY |DIRECTION| THRESHOLD| TMRfSevaton (abist) | BEARING
17 165° 370137.81N 36.29
0250641.72E 37.60 PCN 50/F/B/X/U
370053.18N Asphalt
35 345° 32.08 spha
0250652.33E 37.57
Twys-Aprons, type of surface - Bearing strength: Asphalt - PCN 50/F/B/X/U
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